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MIX Conmix Fibre Mesh

Glass Fibre Mesh

DESCRIPTION Conmix Fibre Mesh is made up of glass fibres to be used as sandwich media
between two layers of liquid applied coatings and membranes.

USES It is used to strengthen the liquid applied membranes and protective coatings from
MoyaProof , MoyaShield and ResiGard range at various locations like covings, pipe
penetrations, projections, substrate cracks, sharp edges, overlap joints and J - hooks
in corrugate metal roof, flanges, junction of two dissimilar materials, etc.

ADVANTAGES « Easy to use, economical means
» Good wetting ability
« Excellent resistant to water, alkali, ageing, etc.
» Strengthens liquid applied membranes at critical points

* Environment friendly

TYPICAL PROPERTIES at 25°C

PROPERTY TEST METHOD VALUE
Component - Single

Form - Solid

Colour - Off White, Various
Weight - 185 GSM*

* Fibre mesh with 100, 125, 150 GSM are also available. Confirm at the time of ordering.

PREPARATION Unroll the glass fibre mesh. Cut the mesh in required length and width dimensions so
as to have minimum folds, overlaps and collar cuts.

APPLICATION Make sure that base coat of liquid membrane is wet. Place the pre cut fibre mesh On
liquid membrane and tap gently so as to embed it in first coat or base coat of Liquid
membrane. After drying time of liquid membrane is over, any free threads or Portions
of fibre mesh protruding out from membrane shall be cut with a pair of Scissors.
Consecutive layer of liquid membrane shall be applied at right angle to that of first
coat. Making sure that fibre mesh is completely covered and no portion Is left

uncoated.

PACK SIZE 50 X 1 mtr roll. Confirm the pack size at the time of order.

GENERAL INFORMATION Shelf Life 12 months from date of manufacture when stored under warehouse
conditions in original unopened packing. Extreme temperature /
humidity may reduce shelf life.

Cleaning Clean all equipments and tools with water immediately after use.
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HEALTH and SAFETY PPE’s Gloves, goggles and suitable mask must be worn.

Precautions Contact with skin, eyes, etc. must be avoided. If swallowed

seek medical attention immediately.
Hazard Regarded as hazardous for transportation.

Disposal Do not reuse containers. To be disposed off as per

local rules and regulations.

Additional Information Refer MSDS. (Available on request.)

TECHNICAL SERVICE CONMIX Technical Services are available on request for onsite support to assist in the

correct use of its products.
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CAPE TOWN JOHANNESBURG

Tel: +27 (0)87 231 0253 Tel: +27 (0)82 785 8529

Unit 5| M5 Freeway Park 64 Maple Street | Pomona

Upper Camp Rd | Maitland | 7405 Kempton Park | Johannesburg | 1619

Cape Town | South Africa South Africa

Email:info@msasa.co.za|www.msasa.co0.za

Manufacturer:

CONMIX LTD.

P.O. Box 5936, Sharjah |SO900]
United Arab Emirates Sales Office: CERTIFIED
Tel: +971 6 5314155 Tel: +971 6 5682422 VINCOTTE
Fax: +971 6 5314332 Fax: +971 6 5681442

Email: conmix@conmix.com  www.conmix.com

Itis the customer’s responsibility to satisfy themselves by checking with the company whether information is still current at the time of use. The customer must be satisfied that the
product is suitable for the use intended. All products comply with the properties shown on current data sheets. However, Conmix does not warrant or guarantee the installation of the
products as it does not have any control over installation or end use of the product. All information and particularly the recommendations relating to application and end use are givenin
good faith. The products are guaranteed against any manufacturing defects and are sold subject to Conmix standard terms and conditions of sale.
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