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Reflex®  Floor Series/MoDEl RFX (FlooR)

Product Description:
The C/S Reflex®  (RFX) is designed to be an installer friendly fire barrier system for 1”-4” nominal floor expansion joints. Re-
flex has been tested and proven to provide up to 2-hour fire endurance rating, minimize smoke passage and accommo-
date dynamic movement without degradation of the material. The barriers have been tested and are listed with
Underwriters Laboratories and will meet most current building codes and testing criteria.

Basic Uses
For 1”-4” nominal, horizontal rated expansion joints for buildings and parking decks. Maximum 2-
hour rating.

Technical Data
PERFORMANCE STANDARDS: UL-2079, ASTM E-1966, ASTM E1399, ASTM E-119
CODE COMPLIANCE: UBC, SBC, BOCA, IBC
MATERIAL:
Reflex Insulation – Proprietary fiberglass matrix with scrim cloth lining.
S/S Heat – 2-mil stainless steel foil with rolled edges.
Ceramic Blanket – ½” x 8# density ceramic blanket. (Required with RFX-4F only.)

Precautions
Refer to Material Safety Data Sheet for detailed health and safety information prior to use.

Warranty
C/S warrants that its products are manufactured free of defects and conform to the technical data listed. Under this war-
ranty, we will replace (at no charge) any material proven defective when applied in accordance with our written instruc-
tions for applications recommended by us as suitable for subject products. C/S shall not be liable for any injury, loss or
damage, direct or consequential, arising out of the use of the product.

Standard UL Design Numbers for Reflex® UL Design Number

reflex® 1” Floor 2-Hour rated FF-D-0044

reflex® 2” Floor 2-Hour rated FF-D-0045

reflex® 2” Floor 3-Hour rated FF-D-0046

reflex® 3” Floor 2-Hour rated FF-D-1055

reflex® 4” Floor 2-Hour rated FF-D-1056


