
Product Descrip�on:
The ZB-SM expansion joint system is a heavy duty, extruded EPDM 
elastomeric seal with integral nosings, bonded into a high-strength epoxy 
bedding, designed for parking decks, ramps, stadiums and plaza decks. 
This surface mount system is well suited for RETROFIT installa�ons 
par�cularly when cu�ng into the concrete slab may not be possible or 
desirable. The system is designed to be surface mounted, resul�ng in an 
extremely durable and water�ght joint system, when no blockouts are 
feasible. 

ZB-SM SERIES (Surface Mount)

WATERPROOF TRAFFICABLE EXPANSION JOINT COVERS
for Car Park Decks, Ramps, Plaza Decks and Stadiums

For comprehensive informa�on on this product visit www.msasa.co.za/cs-expansion-joints

Water Tight Expansion Joint Seal - Surface Mounted for Retrofit Installa�ons. 

Joint widths from 25mm to 102mm

For technical and design assistance call +27 (0)87 231 0253
For Details, Specifica�ons, Installa�on Instruc�ons & Videos visit 

www.msasa.co.za/cs-expansion-joints

Use this Joint Cover for:
As it is surface mounted, the ZB-SM does not require a recess (or blockout) to be created before installa�on and it can be 
adhered quickly and efficiently to the surface of the substrate. To ensure easy passage over the 19mm thick expansion joint 
cover, the ZB-SM features a ramped wing seal for a smoother vehicle transi�on over the joint cover.

Key Features:
ü Perfectly suited for retrofit installa�ons. 
ü Extremely durable in aggressive exposure 

condi�ons. 
ü Ramped wing seals ensures a smoother vehicle 

transi�on over the Joint Cover.

 
ü No need for addi�onal steel cover plates.
ü No fixing bolts.
ü No elastomeric concrete.
ü Specially trained Approved Applicator teams to 

ensure peace of mind.

Epoxide Adhesive: 
Schomburg ASODUR K4031 Epoxide Adhesive. 

Installa�on Guidelines:
Concrete slab must be solid, free of voids, dust, release agents or any other contaminants that would inhibit the bond of the 
epoxide adhesive. Grinding or sandblas�ng is recommended. Any loca�ons of edge raveling, spalling or other damage to 
the concrete slab surfaces must be repaired with a non-latex high strength grout that will provide a sound surface. Mix 
epoxy and apply to concrete slab. Push seal into joint opening and set wings into epoxy. Weigh down seal and let set for 8 
hours minimum. For complete installa�on instruc�ons, please visit www.msasa.co.za/cs-expansion-joints. 



For technical and design assistance call +27 (0)87 231 0253
For Details, Specifica�ons, Installa�on Instruc�ons & Videos visit 

www.msasa.co.za/cs-expansion-joints

MODEL JOINT WIDTH
MINIMUM 
OPENING

MAXIMUM
OPENING

EXPOSED 
SURFACE

ZBSM-100

ZBSM-200

ZBSM-300

ZBSM-400

1.00" (25mm)

2.00" (51mm)

3.00" (76mm)

4.00" (102mm)

0.50" (13mm)

1.00" (25mm)

1.50" (38mm)

2.00" (51mm)

1.50" (38mm)

3.00" (76mm)

4.50" (114mm)

6.00" (152mm)

13.48" (342mm)

14.48" (368mm)

15.48" (393mm)

16.48" (419mm)

*All systems available with op�onal cer�fied fire barriers
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ZB-SM SERIES

è FOR VERTICAL EXPANSION JOINT COVERS SEE DATA SHEET FOR HB SERIES

è METAL CAR PARK AND STADIUM JOINT COVERS AVAILABLE FOR JOINT WIDTHS UP TO 250mm

è FOR SPLIT-SLAB CONSTRUCTION REFER TO DATA SHEET FOR PDS SERIES
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