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WATER BASED EPOXY COATING/PRIMER

DESCRIPTION

MSA-307 is a water-based epoxy coating
specifically formulated to seal and adhere to
damp substrates.

PRODUCT APPLICATION

« MSA-307 is a protective, decorative and oil
resistant floor and wall coating for
cementitious and masonry surfaces.

It can be used as a top-coat and/or shut-out
coat on bituminous substrates.

It finds its main application as a coating where
there is residual moisture in the substrate. Itis
not recommended for use in water retaining
structures or in applications where
continuous dampness is anticipated.

It is not suitable for application to wet
substrates.

SURFACE PREPARATION

Ensure all surfaces are clean and sound. Remove
all laitance and loose material, and ensure there
is no contamination from oils, grease, curing
compounds etc. Patch all omegas and other
defects with a suitable filler. Remove all standing
water and ensure that there is no rising water.
MSA-307 may be applied to damp but not wet
surfaces.
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MIXING

« Add the activator to the base and mix
thoroughly using a slow speed electric drill
equipped with a suitable paddle, until a
smooth, uniform colour is obtained.

« Applywithin 40 minutes of mixing.

APPLICATION

« Apply MSA-307 with a brush or roller and
allowto dryfor atleast thirty minutes.

« May be over coated within one hour, apply
additional coats as required.

CLEANING

Clean all tools and equipment with MSA-901
before setting of the sealant has taken place.

SAFETY

Contains traces of organic solvents. Do not use in
confined spaces. Ensure adequate ventilation
and the absence of any ignition source. Wear
protective clothing. In case of eye contact wash
well with water and obtain medical advice.
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MSA-307

WATER BASED EPOXY COATING/PRIMER

TYPICAL PROPERTIES

Construction Solutions for Africa

Mixing Ratio

Mix as supplied - Do NOT split kit

Pot Life

5 Hours @ 25° C

Practical Cure

24Hours

Full Cure

7 Days

Colour

Grey - Other colours available

4-8m2/ Lt
12 Months
5-35°C
-25°C-70°C

Theoretical Coverage
Shelf Life

Application Temp.
Service Temp.

Pack Size 1Lt 2 Lt &5 Lt Kits
Cleaning MSA-901
Storage Store in a cool dry place

TECHNICAL DATA SHEET

The information contained in this Data Sheet is issued as a guide to the use of the product. Technical data is based on laboratory tests. Actual measured site specific data may vary due to
circumstances beyond our remit. As we do not have any control over the application of the product, and given the multi-faceted variables experienced on each site, we cannot guarantee the
results to be obtained. Users assume all risks and liability from the use of this product and must confirm the suitability thereof by conducting their own tests under site specific conditions. Refer
to the most recent issue of the Product Data Sheet for the product concerned - copies available upon request. Refer to the Material Safety Data Sheet for safe use, physical and health hazard
information. Liability is limited to replacement of faulty material. Field service does not constitute supervisory responsibility. Where other products are to be utilised in conjunction with this
material, the relevant Product Data Sheets should be referred to so as to ascertain total requirements. MSASA has considerable experience acquired over many years - please consult us for
further advice. FOR PROFESSIONAL USE ONLY.
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